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CONSTRUCTION DETAILS T

A.  INSTALL CONCRETE FOUNDATION WITH 5 FT.
R1C-3(1) SIGN (TO READ “PUSH BUTTON TC

B. INSTALL CONCRETE FOUNDATIDON WITH 5 FT.

STEEL
CROSS

SENECA MEADOWS PKWY”)

(INSTALL 1-2

PEDESTAL POLE WITH MODIFIED BREAKAWAY BASE (STANDARD NO. MD-801.01-01),
IN. SCHEDULE 80,

AUDIBLE/TACTILE PEDESTRIAN PUSHBUTTON, AND
90 DEGREE PVC ELECTRICAL CONDUIT BEND IN POLE BASE}.
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ALL EXISTING TRAFFIC EQUIPMENT REMOVED SHALL BECOME THE PROPERTY OF THE SIGNAL CONTRACTOR UPON COMPLETION OF THE NEW SIGNAL.
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9. ALL SIGNAL FOUNDATIONS SHALL BE INSTALLED AT THE FINAL SIDEWALK OR CURB GRADE TO MEET CLEARANCES AS SPECIFIED IN MD 816.01, MD
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STEEL PEDESTAL POLE WITH MODIFIED BREAKAWAY BASE (STANDARD NO. MD-801.01-01). AUDIBLE/TACTILE PEDESTRIAN PUSHBUTTON, AND * o ' o D / 10. LOCATIONS OF ACCESSIBLE PEDESTRIAN SIGNAL PUSHBUTTONS MUST MEET LOCATION REQUIREMENTS OF MUTCD SECTIONS 4E.08 AND 4E.10 AND
R10-3(1) SIGN (TO READ “PUSH BUTTON TO CROSS GOLDENROD ROAD”) (INSTALL 1-2 IN. SCHEDULE 80, 90 DEGREE PVC ELECTRICAL CONDUIT BEND IN PGLE BASE). H s FIGURES 4E—3 AND 4E~4 AND THE NCHRP PUBLICATION “ACCESSIBLE PEDESTRIAN SIGNALS: GUIDE TD BEST PRACTICE."” IF NOT MET. THE
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R10-3(1) SIGN (TO READ “PUSH BUTTON TO CROSS GERMANTOWN ROAD”) (INSTALL 1—2 IN. SCHEDULE 80, 90 DEGREE PVC ELECTRICAL CONDUIT BEND IN POLE BASE). s } v .
1 (o) | N / 11. PUSHBUTTON ARROWS ARE TO BE PARALLEL TO THE CROSSING FOR WHICH THEY ARE INTENDED.
D. USE EXISTING BASE MOUNTED CABINET/CONTROLLER. INSTALL 2-WIRE CENTRAL CONTROL UNIT. U NG i \ e 10 8 THEY AN BE AGTIVATED BY A PERSON IN A WHEELGHAIR REACHING LESS THAN 18 INGHES FROM A
: ! 12. PUSHBUTTONS A E LOCATED SO THAT c
E. INSTALL MODIFIED SIDEWALK RAMP (SEE 5G-02) AND DETECTABLE WARNING SURFACE (STANDARD NO. MD—-655.40). i i 60—-INCH BY 60-INCH LEVEL LANDING AREA WITH A CROSS SLOPE OF LESS THAN OR EQUAL TO 2 PERCENT.
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WITH MSHA STANDARDS. OFFICE OF TRAFFIC & SAFETY
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